
Exhibit 5D
SAMPLE VISUAL APPROACH PLATE
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RADAR REQUIRED
Weather minimums:  4500 foot ceiling and
8 miles visibility.

Source: United States Government Flight Information Publication
 U.S. Terminal Procedures, Southwest.

CAMELBACK
MOUNTAIN

"(IDENT) CLEARED FOR A FREEWAY VISUAL RUNWAY 7L APPROACH."

When visual approaches to Runway 7L are in progress, clearances will be
given utilizing in part the following phraseology:

FREEWAY VISUAL RWY 7L
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Vertical Guidance
Navaid and Angle

LOC I-PHX (GS 3.00^)

PHOENIX APP CON
126.8  256.9  (080°-285°)

128.65  353.9  (340°-079°)
PHOENIX TOWER

120.9  254.3 Rwy 7L-25R, 7R-25L
118.7  385.4 Rwy 8-26 

GND CON
119.75 N 
132.55 S 

CLNC DEL
118.1  269.2 
ATIS 127.575

Turn final 2 NM west
of freeway at or above
3100'.

Complete base leg
turn at or above
4000 feet

Complete base leg
turn at or above
4000'.

Routes depicted are reference only
providing turns west of freeway.
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Straight-in cross
2NM west of freeway
at or above 3100'

076° 2 NM 4 NM

Chan 103

PHOENIX
115.6 PXR

Chan 52

LOCALIZER 111.5
I-PHX
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