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would have to be 10 feet from the house, and 6 feet from the property lines (2’ for 
the first 10’ and 4’ for the additional height). 

• Accessory buildings used a garage or carport with access from an alley, shall not be 
located closer than fifteen (15) feet to the centerline of the alley.  An additional foot 
of setback must be provided for each foot of building height above twelve (12) feet. 

• Accessory structures cannot cover more that thirty (30%) percent of the rear yard 
 

C. PERMIT AND PLAN REQUIRMENTS 
• Plot plan-provide a plot plan (see attached example) showing the streets, property 

lines, lot dimensions, location of the new and the existing structures on the lot and 
the setback dimensions from property lines and structures. You may check with the 
City Records Department (480-312-2356) to see if there is an existing site plan on 
file for your property.  If one is not available, you can get a copy of your 
subdivision lot showing the lot dimensions and any easements that may be on your 
property. 

• Building plans-the attached building plans are for your use in constructing a 
building that is eighteen (18) feet wide by twenty two (22) feet deep.  You may not 
use these details to construct a habitable structure or exceed the building dimensions 
that are given.  If these dimensions do not meet your needs then plans must be 
designed and submitted for review and approval. 

 
D.  INSPECTION REQUIREMENTS 

You will be provided an inspection card that will list and detail the required inspections.  
The following list is for your information and may vary depending on what you will be 
including in your building. 

• A pre site inspection 
• A lowest floor inspection (pad and slab height) 
• An exterior footing inspection. NOTE:  if providing electrical or plumbing you will 

also need underground electrical, sewer and water line inspections 
• A stem wall inspection 
• A rough framing inspection   NOTE:  if you are providing electrical or plumbing to 

the building you will also need rough electrical and plumbing inspections 
• A roof deck, strap and shear inspection 
• Wall board/drywall inspection (if being installed) 
• Final inspections will be required by the Building, Site and Survey Inspection 

Departments. 
 
PHONE NUMBERS                                            ABBREVIATIONS 
Inspection Services             480-312-5750            W/N      = WITHIN 
Development Services-                                          O.C.      = ONCENTER 
Planning and Zoning Div.   480-312-2500            PRESS. = PRESSURE TREATED 
Automated Inspection                                            P.U.E.  = PUBLIC UTILITY 
Request Line                        480-312-5796                                EASEMENT 
 
 
 



















 

                                                                                                                    

Nailing Schedule 
Include the Nailing Schedule in the Final Plans. 
Building Elements # and Type of Fastener Spacing of Fasteners 
Joist to sill or girder, toe nail 3-8d   
Sole plate to joist or blocking, face nail 16d 16 - o.c. 
Top or sole plate to stud, end nail 2-16d   
Stud to sole plate, toe nail 3-8d or 2-16d   
Double studs, face nail 10d 24 – o.c. 
Double top plates, face nail 10d 24 – o.c. 
Sole plate to joist or blocking at braced wall panels 3-16d 16 – 

o.c. 
 

Double top plates, minimum 48-inch offset of  
end joints, face nail in lapped area 

 
8-16d 

  

Blocking between joists or rafters to top plate, toe nail 3-8d   
Rim joist to top plate, toe nail 8d 6 – o.c. 
Top plates, laps at corners and intersections, face nail 2-10d   
Built-up header, two pieces with ½ - spacer  
Edge 

 
16d 

16 – o.c. each 

Ceiling joists to plate, toe nail 3-8d   
Continuous header to stud, toe nail 4-8d   
Ceiling joist, laps over partitions, face nail 3-10d   
Ceiling Joist to parallel rafters, face nail 3-10d   
Rafter to plate, toe nail 2-16d   
1x brace to each stud and plate, face nail 2-8d    
Built-up corner studs 10d 24 – o.c. 
Roof rafters to ridge, valley to hip rafters 
 toe nail 
 face nail 

   
4-16d 
3-16d 

Rafter ties to rafters, face 3-8d   
     
     

Wood  structural panels, subfloor, roof and wall sheathing to framing 
     

    Fastener    edges  intermediate 
 

5/16 – ½   6d common nail (subfloor, wall)  6  12 
    8d common nail (roof)   6  12 
19/32 – 1    8d common nail    6  12 
1 1/8 – 1 ¼   10d common nail or 
    8d deformed nail   6  12 
Celluloisc fiberbd           
Sheathing   1 ½ galv. Roofing nail   3  6 
 

a. All nails are smooth-common, box or deformed shanks except where otherwise stated. 
b. Nails shall be spaced at not more than 6 inches on center at all supports where spans are 48 inches or 

greater 
c. Four-foot-by-8-foot or 4-foot-by-9 foot panels shall be applied vertically. 
 
For an online version of the Nailing Schedule, see www.scottsdaleaz.gov/bldgresources/forms.

http://www.scottsdaleaz.gov/bldgresources/forms



