












2681 2681TRAIL WATER BARSStandard Details

City of Scottsdale
DETAIL NO.DETAIL NO.

8" to 10"

6" to 8"

2" Min.

6" to 8"

6" to 8"

6" to 8"

REBAR SECURED

STONE BARS

Finish Grade

Stone

Preservative

Treated

Wood#4 x 18"

Rebar

Downslope

Upslope

Rip Rap Downslope

Outlet Per Details

On Plan

Water Bar - Wood or Stone

See Details At Left

Finish Grade
30%%d

PLAN

WATER BARS

NOTES:

1. Provide water bars at a

trail grade is equal to or 

T
ra

il
 W

id
th

P
e
r
 P

la
n

to 45%%d

1
2

"

M
in

.

locations as shown on plans.

Stagger Stones To Provide

A Continuous Water Bar

WOOD BARS

WOOD BARS

WIRE SECURED

2" Min.

6" to 8"

Treated

Preservative

Wood

Finish Grade

Drill 1/2"%%c

Hole Thru

Center

Of Wood

greater than 6% and at all

maximum 100’ interval where

8" to 10"

3" to 4"

2"x 2"x 18"

Redwood

Stake

Double Wrap Wood With

9 Gauge Wire And

Secure To Stake

Section 779.

2. Treated wood per MAG

APPROVED BY:

Scottsdale Standards &
Specifications Committee



2682 2682TRAIL SAFETY BARRIERSStandard Details

City of Scottsdale
DETAIL NO.DETAIL NO.

POST AND RAIL

STEEL RAIL

2"X 4" Treated

Split Rail

4"%%c Treated

Wood Post
See Post

Connection

Detail

Material And Compact

Backfill With Native

Dig 12"%%c Post Hole,

To Secure Post

3
’
-
0
"

4
’
-
2
"

4
"

8’ Max.
2"%%c Steel Pipe (Typ)

4
’
-
8
"

1
4
"

1
4
"

1
4
"

1
4
"

Footing

Detail Cope Pipe Ends

Prior To Welding

(Typical)

Grind Smooth

(Typical)

See

POST CONNECTION DETAIL

CONCRETE FOOTING DETAIL

2"%%c Steel Pipe (Typ)

Bevel As

Shown

12"

3
"

2
"

2
4
"

4"%%c Treated

Wood Post

Split

Rail

Toe Nail

Both Sides

2"x 4"

1"

Typ.

PLANELEVATION

NOTES:

1. Paint Rails Per ADOT

Specifications. Color

Per Plan.

2. Treated Wood Posts

Per MAG Section 779.

Optional Additional

Horizontal Rail -

2 Max. - Spaced

Equally.

APPROVED BY:

Scottsdale Standards &
Specifications Committee



2683 2683TRAIL SIGNSStandard Details

City of Scottsdale
DETAIL NO.DETAIL NO.

TRAIL CROSSING SIGN

TRAIL

TRAIL

CROSSING

12"

1
8

"
3
0
"

3
0
"

3
0
"

Sign Height Per

M.U.T.C.D. Unless

Otherwise Directed

By C.O.S. Traffic

Engineering Div.

See Wood Post

Sign Mounting

Detail (Typ.)

4"x 4" Treated

Wood Sign Post

Fasten With (2) 1/2"x 2" Lag

Screws With (2) Flat Washers

or (2) 1/2"x 4 1/2" Bolts With

(4) Flat Washers. Burr Threads

TRAIL MARKER

MOUNTING DETAIL

WOOD POST SIGN

And Nuts With Center Punch.

Sign

Panel

NOTES:

1. Signs shall conform to C.O.S. Supplemental

Specifications, Section 402.3.

2. Signs to be mounted on square perforated

tubing per C.O.S. Std Det 2131 within C.O.S.

Right-of-Way. Treated wood post may be

3. Legends shall be reflectorized white vinyl

sheeting on a green or brown vinyl back-

ground unless otherwise approved by the

City of Scottsdale.

Compacted

Backfill

Hand

Per MAG

Section 779

Right-of Way.

used for trail markers located outside C.O.S.

Square Perforated

Tubing Sign Post

Per C.O.S. Std

Detail 2131

1
2

"

Per MAG Section 779

Wood Sign Post Per

4"x 4" Treated Wood

APPROVED BY:

Scottsdale Standards &
Specifications Committee




