








2383 2383WATER LINE FLUSHING ASSEMBLY
Standard Details

City of Scottsdale
DETAIL NO.DETAIL NO. APPROVED BY:

Scottsdale Standards &
Specifications Committee



ELECTRONIC BALLMARKER PLACEMENTStandard Details

City of Scottsdale
DETAIL NO.DETAIL NO.

12"

2397 2397
 BEDDING

#4 REBAR

 WATER OR

 SEWER PIPE

SECURE BALLMARKER WITH

2 STRIPS DUCT TAPE OR WIRE

 FINISHED GRADE

2’ MIN. -

4’ MAX.  

APPROVED BY:

Scottsdale Standards &
Specifications Committee
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2398 2398ANTENNA MAST DETAILStandard Details

City of Scottsdale
DETAIL NO.DETAIL NO.
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Finished

Grade

1  Raintight Cap

2  2" Galvanized Rigid Steel Conduit

3  2 1/2" To 2" Galvanized Steel Reducer

4  2 1/2" Galvanized Rigid Steel Conduit

5  1/2" Set Screw (Typ. - 4 Each)

6  1" Rigid Steel Conduit, Strap To Mast

Install Bushing On Top Of Conduit

7  3" Galvanized Rigid Steel Conduit

8  PVC To Rigid Steel Conduit Fitting

9  Concrete Foundation, Class "B"

10  1" PVC Conduit To Radio Transceiving Unit

11  #5 Rebar (8" Length) Welded To

3" Conduit (Typ. - 4 Each)

12  5/8"%%c x 8’ Long Grounding Rod

13  Acorn Nut Connection

14  Ground Attached To 3" Conduit

Using Lug And Self Tapping Screw
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Paint Mast To Meet

Local Conditions
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Per Contract Documents

15  Install YAGI Or Omnidirectional Antenna

APPROVED BY:

Scottsdale Standards &
Specifications Committee
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2399 2399TEMPORARY TAP FOR CHLORINE INJECTION
Standard Details

City of Scottsdale
DETAIL NO.DETAIL NO.

3/4" Sch 80 Copper Pipe

Corp. Stop

Saddle with 3/4" IPT

Existing Grade
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On D.I. Pipe

APPROVED BY:

Scottsdale Standards &
Specifications Committee

3/4" IPT

3/4" Ball Valve

Contractor to

Protect in place

GENERAL NOTES:

1.  Upon completion and acceptance of bacterial testing,

   the corp stop shall be shut off.  The copper riser shall

   be disconnected and removed.  The corp stop shall

   remain closed in place.




