
2270 2270FRAME & COVER GRADE ADJUSTMENT
Standard Details

City of Scottsdale
DETAIL NO.DETAIL NO.

6
"

40" Diameter

2" Min, 2   " Max Thickness

Plant Mix Material.

Low And Seal With A-12.5

Leave Concrete Collar

Per MAG Sec. 725

All Around Frame

Class "B" Conc.
Compacted

Subgrade

6
"

12"

M.H. Wall

Thickness

M.H. FRAME AND COVER

VALVE BOX FRAME AND COVER

And Material

Varies

To 95%

Match Existing Pvmt Surface

Tack Coat All Surfaces

Frame & Cover Only

Adjusted Per MAG

Std. Det. 422
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Leave Concrete Collar

Low And Seal With A-12.5

Plant Mix Material.

2" Min, 2   " Max Thickness

Class "B" Conc.

All Around Frame

Per MAG Sec. 725

To 95%

Subgrade

Compacted

& Base

Pavement

Existing

MAG Std. Det. 391-C
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INCH FROM THE LOWER EDGE OF A 12 FOOT

VALVE BOX SHALL NOT VARY MORE THAN 1/4

1. THE ACCEPTABLE SURFACE PROFILE FROM THE

PAVEMENT SURFACE ACROSS THE MANHOLE OR

NOTES:

STRAIGHTEDGE WHEN THE STRAIGHTEDGE IS

PLACED PARALLEL AND PERPENDICULAR TO

THE CENTERLINE OF THE ROADWAY.

Match Existing Pvmt Surface

Tack Coat All Surfaces

Class "B" Conc.

All Around Frame

Per MAG Sec. 725

Subgrade

Compacted

To 95%

6
"

6
"

Existing

& Base

Pavement

8
"

8
"

UNPAVED LOCATIONS PAVED LOCATIONS

Class "B" Conc.

All Around Frame

Per MAG Sec. 725

2
"

2
"

18"Top of DG for 

Landscape or Non-

Traffic Areas.

Top of Finished Surface 

for Unpaved Street 

Surface (Match Existing)

APPROVED BY:

Scottsdale Standards &
Specifications Committee

Top of DG for 

Landscape or Non-

Traffic Areas.

Top of Finished Surface 

for Unpaved Street 

Surface (Match Existing)


