
2284 2284MULTI-USE PATH WET CROSSING SIGN
Standard Details

City of Scottsdale
DETAIL NO.DETAIL NO.

DO NOT

ENTER

3
0
"

See Wood Post

Sign Mounting

Detail (Typ.)

4"x 4" Treated

Wood Sign Post

Fasten With (2) 1/2"x 2"

Lag Screws With (2) Flat

Washers or (2) 1/2"x

4 1/2" Bolts With (4) Flat

MOUNTING DETAIL

WOOD POST SIGN

Washers. Burr Threads And

Sign

Panel

NOTES:

1. Signs shall conform to C.O.S. Supplemental

Specifications, Section 402.3.

2. Signs to be mounted on square perforated

tubing per C.O.S. Std Det 2131 within C.O.S.

Right-of-Way. Treated wood post may be

3. Background and legends shall be ASTM Type IV

reflective sheeting. Black legends shall be

opaque (colors as noted) unless otherwise

Compacted

Backfill

Hand Per MAG

Section 779

Right-of Way.

used for trail markers located outside C.O.S.

Square Perforated

Tubing Sign Post

Per C.O.S. Std

Detail 2131
Per MAG Section 779

Wood Sign Post Per

4"x 4" Treated Wood

2
4
" 2

4
"

PATH

CLOSED Hinge

Piano

2
4
"

WHEN

FLOODED

DO NOT

ENTER

2
4
"

Hinge

Piano

Nuts With Center Punch.

approved by the City of Scottsdale.

C.O.S. Std. Det. 2282.

4. Sign height and placement shall conform to

Black On Yellow

Background

Red On White

Background

5. For additional information regarding sign

fabrication, contact the City of Scottsdale

Sign Shop, 480-312-5646.

APPROVED BY:

Scottsdale Standards &
Specifications Committee
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