M NOTES:
Galvanized Fence Post — 1. Install #14 ga. irrigation control wire.
Square D 9001 KRIU Universal

|

| 2. Install trol wi h

| Push Button w/ 9001 KAZ - nsloll one contro wire per push
: Fingersafe Contact Block utton. Lontrol wire to be difreren
|

(Normally Open) color from all other irrigation control
Y wires.

Square D 9001 KYD 2 Unit
Weather Tight Enclosure

3 3. Common wire (#12 ga) for push buttons
- shall be a separate common wire and

‘:\ 3/4" EM.T. Weather Tight not part of the irrigation control
Male Adaptor valve common wire,

I

| 4. Push button common wire to have
| color stripe matching push button

: control wire. The common wire may

" b h d b th h butt .
I 3/4" E.M.T. Conduit e shared by other push buttons
5. Attach push button enclosure to

) ‘ 7. Label control wires inside enclosure
3/4" Electrical Sched 40 and at controller to differentiate

:/Coupling (SXT) their functionality.

Class B Concrete Slab

I

I galvanized post with two self—tapping
: hex head screws.

| 3/4" E.M.T. Weather Tight 6. For other configurations/applications,

| Male Adaptor contact Irrigation Dept 480-312-2189.
I
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Finish Grade \

18”

3/4” Electrical Sched 40
~— 90" ElIl

-
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