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2232 2232DIRECTIONAL SIDEWALK RAMPS

4. SEE PLANS FOR LOCATION OF SIDEWALK RAMP CENTERLINE.

   WHILE MAINTAINING REQUIRED ADA MINIMUM LANDING AREAS.

5. RURAL AREA DESIGN WITHOUT HIGH PEDESTRIAN USAGE SHALL MINIMIZE CONCRETE
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PER COS 2231.

LIMITS OF DETECTABLE WARNING

FINISH AND DETECTABLE WARNING (TYP.)

LIMITS OF RAMP WITH HEAVY ROUGH BROOM 

MAG DETAIL 220.
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S
H

O
W

N
 

O
N
 

P
L

A
N

S

S
/

W
 

W
ID

T
H

SHOWN ON PLANS
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SIDEWALK RAMP

(TYP.) SEE PLANS    

RAMP CONTROL POINT

(TYP.)

NOTES:

2. FOR SLOPING TRANSITION FROM RAMP TO CURB, SEE DETAIL 1 COS 2235.

1. ALL CONCRETE TO BE CLASS "B", MAG SECTION 725.

   PERPENDICULAR TO THE STREET CENTERLINE AS MUCH AS POSSIBLE.

   TO THE CURB AT THE RAMP CONTROL POINT. CROSSWALKS SHALL BE ALIGNED

3. ALL RAMPS AND DETECTABLE WARNING SHALL BE ALIGNED PERPENDICULAR
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2’ MIN.

SEE NOTE 3

LANDING (TYP.)

5’ MIN. LEVEL

FINISH AND DETECTABLE WARNING (TYP.)

LIMITS OF RAMP WITH HEAVY ROUGH BROOM 

CONFORM TO MAG DETAIL 220.

ROLLED CURB & GUTTER SHALL

SEE NOTE 3
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RIGHT-OF-WAY (VARIES)

RIGHT-OF-WAY (VARIES)

EXPANSION JOINT (TYP.)

EXPANSION JOINT (TYP.)

PER COS 2231

 LIMITS OF DETECTABLE WARNING

PAYMENT LIMITS

8" THICK CONCRETE

 SIDEWALK ELEV.

TOP OF CONCRETE TO MATCH

1" 

PER MAG SECTION 301.

SUBGRADE PREPARATION

8"

TYPE "A"

PER MAG DET 220,

CURB & GUTTER

2’

1.42’0.58’

SECTION A-A

VARIES

LINE

RIGHT-OF-WAY

CROSS SLOPE.

2% MAX. / 1.5% MIN. 

RAMP LANDING

5’ MIN. 6’ WITH 6" CURB

OF RAMP

ALL DIRECTIONS

WARNING PER COS 2231.

FACE WITH DETECTABLE

1:12 MAX. SLOPE RAMP

FLOW LINE

MATCH GUTTER

SEE NOTE 2

WIDTH (TYP.), 5’ MIN.

MATCH SIDEWALK

WIDTH (TYP.), 5’ MIN.

MATCH SIDEWALK


