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City of Scottsdale

Standard Details
Scottsdale Standards &
Specifications Committee

APPROVED BY: DETAIL NO.DETAIL NO.

2234 2234SHARED CURB SIDEWALK RAMP
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SIDEWALK ELEVATION.

TOP OF CONCRETE TO MATCH

TO EXISTING ROLL CURB

PER MAG DETAIL 221

CURB TRANSITION

DETECTABLE WARNING (TYP.)

ROUGH BROOM FINISH AND

LIMITS OF RAMP WITH HEAVY

PER COS 2231.

LIMITS OF DETECTABLE WARNING

MAG DETAIL 220.

SHALL CONFORM TO

NEW CURB & GUTTER

EXIST CURB VARIES,

NOTES:

2. FOR SLOPING TRANSITION FROM RAMP TO CURB, SEE DETAIL 1 COS 2235.

1. ALL CONCRETE TO BE CLASS "B", MAG SECTION 725.

   PERPENDICULAR TO THE STREET CENTERLINE AS MUCH AS POSSIBLE.

   TO THE CURB AT THE RAMP CONTROL POINT. CROSSWALKS SHALL BE ALIGNED

3. ALL RAMPS AND DETECTABLE WARNING SHALL BE ALIGNED PERPENDICULAR

SEE NOTE 3
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  LANE IN EITHER DIRECTION.

  DOES NOT ENCROACH INTO THE TRAVEL

  5’X5’ LANDING AREA AT THE STREET

- RAMP SHALL BE ALIGNED SO THAT THE

AT STREET LEVEL

5’X5’ LANDING (MIN.)

(TYP.) SEE PLANS    

RAMP CONTROL POINT

LEGEND

PAYMENT LIMITS

8" THICK CONCRETE

6’6’
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RIGHT-OF-WAY
TAPER  BOTH SIDES (TYP.)

A

EXPANSION JOINT (TYP.)

1" 

PER MAG SECTION 301.

SUBGRADE PREPARATION

8"

TYPE "A"

PER MAG DET 220,

CURB & GUTTER

2’

1.42’0.58’

SECTION A-A

VARIES

LINE

RIGHT-OF-WAY

CROSS SLOPE.

2% MAX. / 1.5% MIN. 

RAMP LANDING

5’ MIN. 6’ WITH 6" CURB

OF RAMP

ALL DIRECTIONS

WARNING PER COS 2231.

FACE WITH DETECTABLE

1:12 MAX. SLOPE RAMP

FLOW LINE

MATCH GUTTER

SEE NOTE 2

4 ETON EES

4. WIDTH OF RAMP SHALL MATCH SIDEWALK WIDTH, 8’ MINIMUM.


