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FOR ADDITIONAL

INFORMATION,

SEE

CANOPY RIB

WT5x15 (MITERED)

C

TOP OF COLUMN DETAIL
5

CANOPY RIB CONNECTION DETAIL
7

R=1/2", TYP

STEEL COLUMN

ASSEMBLY

5

CANOPY RIB

3/4"Ø SST THRU

BOLT, TYP

3/8" THK STL PLATE

EACH SIDE OF WT5 WEB

C10 BEAM. SEE

FRAMING PLAN

CONT C6x8.2 TO

FUNCTION AS GUTTER

3/8"Ø SST BOLT W/

BEVELED WASHER @ 24"

O.C. MAX., TYP EACH SIDE

13/16"Ø

HOLE, TYP

6

SECTION THRU MOUNTING ASSEMBLY
6

CANOPY RIB

3/8" THKx4" WIDE STL MOUNTING BAR

3/4" SQx0.120" THK STEEL TUBE

SST TEK SCREWS @ 8" O.C.

1/8" THK NEOPRENE GASKET, TYP

1/8 1-6

1/8 1-6
TYP

LAMINATED GLASS PANEL, TYP

7 

1/4  

HSS TO
T/COLUMN

TYP EACH SIDE

CANOPY RIB

HSS5x4x5/16"x1’-4"

CENTERED ON C.L. COLUMN

(3) 3/4"Ø SST THRU

BOLTS @ 6" O.C.

CONT GUTTER BEYOND

STEEL COLUMN

ASSEMBLY

5/16  

TYP EACH
3/8" THK PL
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–5’-9 1/2" LONG LAMINATED

GLASS PANEL MOUNTING ASSEMBLY

3
/

4
"

3
/

8
"

4"

2" 2"

N.T.S.

N.T.S.N.T.S.

N.T.S.
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