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RAIN CHAIN TOP CONNECTION
12

RAIN CHAIN BOTTOM CONNECTION
13

FOR ADDITIONAL

INFORMATION

SEE

9

3/8" PROOFCOIL RAIN

CHAIN. POWDER COATED

TO MATCH BUS SHELTER

1/2"Ø SST EYEBOLT

W/ 4" LONG SHANK

SST THREADED

QUICK LINK TO

MATCH CHAIN

POWDER COATED

TO MATCH

NYLON LOCK NUT AND

WASHER TO MATCH

EYEBOLT. TURN NUT TO

TIGHTEN RAIN CHAIN

3/16  
TYP

1/4" THKx5-3/4"x0’-3" STL

PLATE. CENTER ON RAIN CHAIN

SST RAIN CHAIN. SIZE AND

FINISH OF CHAIN TO BE

APPROVED BY C.O.S.

1/2"Ø SST EYEBOLT

W/ 4" LONG SHANK

SST THREADED QUICK

LINK TO MATCH CHAIN

CONC SLAB (4" MIN THK)

1/2"Ø INTERNALLY THREADED

SCREW ANCHOR (SNAKE+ BY

POWERS FASTENERS OR

APPROVED EQUAL)

2264-9 2264-9SCOTTSDALE ROAD BUS SHELTER

N.T.S. N.T.S.
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