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REMOTE CONTROL 

VALVE ASSEMBLY
SCALE:    NTS

BETWEEN BALL VALVE AND CONTROL VALVE

FOR BRASS CONTROL VALVES, INSTALL 3" BRASS TBE NIPPLE 

INSTALL D.C. LATCHING SOLENOIDS W/ D.C. CONTROLLERS.

CONTROL VALVE AND BOTTOM OF BOX LID.

MAINTAIN 2" MIN.-4" MAX. DISTANCE BETWEEN TOP OF 

STATION NUMBER WHICH CORRESPONDES TO THE PLANS.

INSTALL VALVE I.D. TAG WITH CONTROLLER IDENTIFICATION AND 

ENTERING VALVE BOX.

PROVIDE 30" SLACK WIRE IN 3/4" COILS FOR EACH WIRE 

NOTES:

1.

2.

3.

(ONE VALVE PER MAINLINE TAP)

4.

5.

AS VALVE

(TYP. 1 OF 2) SAME SIZE 

SCH. 80 TOE NIPPLE

PVC LATERAL PIPE

SCH. 80 PVC COUPLING (SxS)

BRICK PAVER (TYP. 1 OF 4)

BODY)

GRAVEL (BELOW VALVE

6" MIN. DEPTH OF PEA

NO. 12 COMMON WIRE

NO. 14 CONTROL WIRE

INTO EACH VALVE BOX (BLUE)(2)

NO. 12 SPARE WIRES LOOPED

SAME SIZE AS CONTROL VALVE

BRONZE BALL VALVE (FULL PORT)

2654 2654

OF LID AND VALVE FLOW STEM.

2" MINIMUM CLEARANCE BETWEEN BOTTOM

FINISH GRADE

ID TAG

WIRE CONNECTOR (TYP. 1 OF 2)

EPOXY FILLED TWO PIECE CYLINDER

BY COS.

BOX IN HIGH TRAFFIC AREAS AS DETERMINED

STEEL BOLTS). INSTALL H-20 TRAFFIC RATED

"T" STYLE COVER (SUPPLY WITH STAINLESS

CARSON/BROOKS VALVE BOX WITH LOCKING

CONTROLLER MASTER VALVE ASSEMBLY
REMOTE CONTROL VALVE AND SOLAR

FLOW

OPEN
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CLEARANCE

2" MINIMUM 

INSTALL HUNTER IBV SERIES VALVE.

ELECTRIC REMOTE CONTROL VALVE.

WITH DUCTILE IRON SERVICE TEE

4" AND LARGER=C-900 CL200 DR14

WITH 3x2 DUCTILE TAP TEE

3" AND SMALLER=SCH. 40

PVC MAINLINE PIPE

3" BRASS NIPPLE FOR BRASS VALVES
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ELBOW (SxS)

SCH. 80 PVC 90°

SIZE AS CONTROL VALVE

SCH. 80 TOE NIPPLE SAME

SIZE AS CONTROL VALVE

SCH. 80 TOE NIPPLE SAME


