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APPROVED BY: DETAIL NO.DETAIL NO.

BUS SHELTER FOUNDATION PLAN

CONCRETE FOOTING

(3’-6" WIDEx20’-0"

LONGx2’-0" DEEP). FOR

REINFORCING SEE

4" CONC SLAB ON 4" ABC

BUS DIRECTION

OF TRAVEL.
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C B

DOUBLE BICYCLE RACK PER

C.O.S DETAIL 2285

COLUMN ASSEMBLY (TYP

OF 4). SEE

ART PANEL

BATTERY ENCLOSURE CABINET-

(AMERESCO SOLAR, ED20-0012)

MOUNTED TO CONCRETE SLAB.
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SEE NOTE 5
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SEE NOTE 3.

APPROVED EQUAL

W/ ASH TRAY OR

30 GAL. PLEXUS II

TRASH RECEPTICAL

SEE NOTES 3 & 4.

OR APPROVED EQUAL

METAL 3-SEAT BENCH

BACKED PLEXUS-II

SEE NOTES 3 & 4.

OR APPROVED EQUAL,

METAL 1-SEAT BENCH

BACKED PLEXUS-II

MEASURED AS A SEPERATE ITEM.

AND BACK OF CURB SHALL BE SIDEWALK PER MAG 230 AND

FEET FROM BACK OF CURB. AREA BETWEEN SHELTER SLAB

5.  EDGE OF SHELTER SLAB SHALL BE SET A MINIMUM OF 8

HAVE MINIMUM 3" EMBEDMENT INTO CONCRETE SLAB.

AND TAMPER RESISTANT OR WELDED NUTS. ANCHORS SHALL

ANCHOR BENCHES WITH 3/8" DIA. X 3 1/2" WEDGE ANCHORS

4.  BENCHES SHALL BE FREE STANDING WITH ANCHOR TABS.

COATING OR APPROVED EQUAL.

COLLECTION, POWDER COATED IN BRONZE WITH ANTI-GRAFFITI

3.  ALL FURNITURE SHALL BE LANDSCAPE FORMS, PLEXUS II

RELATED TO SHELTER.

2.  SEE 2264-1 THRU 2264-11 FOR COMPLETE REQUIREMENTS

ROAD.

1.  THIS SHELTER IS INTENDED FOR USE ONLY ON SCOTTSDALE


