
City of Scottsdale

Standard Details
Scottsdale Standards &
Specifications Committee

APPROVED BY: DETAIL NO.DETAIL NO.

Or Equal Approved By

Recommendations. (Surflan

Apply Pre-Emergent Herbicide

Bury 3’ In Ground And Cut

Lodgepole Pine Tree Stakes.

(2) 2" Diameter x 10’ Long

Raked Smooth.

Finish Grade To Be

Decomposed Granite

Of Weed Control Upon

Provide Final Application

Fine Graded Subgrade

M
in
.

2
"

Y = 0.86 Of Dimension "X"

X = O.C. Dimension As Noted On Plan

(See Plant Legend) In A Triangular Pattern.

All Groundcovers To Be Planted On Center

y

x

x

Guard Per Specs.

Tie Wire With Hose Chafing

Prepare Soil Per Specifications

And Rototill To A Depth Of 6"

Prior To Any Sprinkler Work.

Root Ball Prior To

Planting

Border Just Outside Of Root

Form Temporary Irrigation

Ball. Use Water To Settle

Off Stake 12" Above Tie Wire.

Backfill. Do Not Pack Backfill.

Notes:

Set Top Of Root Ball

At Soil Surface.

Scarify One Side Of

From Trunk Per Manufacturer’s Specifications.

Slow-Release Fertilizer To Surface Away

Backfill With Native Soil. Apply

Planting

Root Ball Prior To

Scarify One Side Of

Final Raking.

City Of Scottsdale)

As Per Manufacturers

Stake Removal

Prune Tree At Time Of

Stakes Shall Remain In Place For

utility facilities so as to not hinder use of these facilities.

1. Sufficient clearance shall be maintained between shrubs and 

And Bottom Of Planting Hole

Of Root Ball. Scarify Sides 

And No Deeper Than Height 

Times Diameter Of Root Ball 

 2
1Planting Hole Shall Be 2-2

Of Planting Hole

Ball. Scarify Sides And Bottom 

Deeper Than Height Of Root 

Diameter Of Root Ball And No 

Planting Hole Shall Be 3 Times 

Notes:

these facilities.

facilities so as to not hinder use of 

maintained between shrubs and utility 

1. Sufficient clearance shall be 

Shrub Planting<
--36" Box Or 2" Caliper

Decomposed GraniteGroundcovers

Tree Planting and Staking

2620-12620-1 LANDSCAPE DETAILS

2 Years Unless Removal Is Approved

By Maintenance Director Or Designee.

curbs & sidewalks.

granite and turf in relation to top of

finish grade height of decomposed

Note: Refer to COS Detail 2210 for

2" Away From Plant Base.

and Decomposed Granite 

1’ In Diameter. Keep Mulch 

Mulch Soil To A Depth Of 2",
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1
5 Specifications.

Trunk Per Manufacturer’s 

To Surface Away From 

Apply Slow-Release Fertilizer 

Rocks Greater Than 1") 

Backfill With Native Soil (No 

Trunk.

Granite Within 2" Of 

Do Not Place Decomposed 

Plant Stem.

Granite Within 2" Of 

Do Not Place Decomposed 

2" Above Finished Grade

Set Top Of Root Ball 1" to 

Manufacture’s Specifications.

From Trunk Per 

Fertilizer To Surface Away 

Apply Slow-Release 

Rocks Greater Than 1") 

Backfill With Native Soil (No 


