For Backflow Preventer Instaliations

Inspections of existing customer facilities are performed by the Backflow Prevention Specialist to determine if
a backflow preventer assembly is required on the water service to the facility. A list of facilities requiring
backflow prevention can be located in the City of Scottsdale Ordinance No.3117.

Customers requiring backflow prevention are notified of the type of assembly to install, location of
installation, method of installation, and the process of permits and inspections.

When applying for a plumbing perrnit the customer must provide the following:
1.) Asimple site plan, 8.5"x11" in size, with the following information.

Business or owner name.

The street address of the facility of installation.

The location and size of the existing water meter or service connection.

The location of the proposed installation; if in r.o.w. or easement this must be mdlcated on the site
plan.

The type and size of the assembly to be installed.

The specific City standard detail to be used for installation. .

The signature of the BACKFLOW PREVENTION SPECIALIST on the site plan.

An Encroachment Permit is required for any work performed in a public utility easement or r.o.w.
Certificate of insurance for 1 million dollars listing City of Scottsdale as an additional insured, is
required for work in a public utility easement. -

Site plans will be reviewed within 5 working days. _
k. Adetailed drawing of the proposed installation may be required for large or complex retrofits.
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2.} A proper Contractor’s License and Scottsdale Privilege Tax Number is required to pull the permit.

When all the above information is provided to the plan reviewers satisfaction, a minimum
plumbing/encroachment permit will be issued and identified as for the installation of a backflow assembly.

The customer/contractor now installs the backflow preventer per the correct City of Scottsdale Standard
Detail for installation leaving the underground piping exposed. The customer then calls 480-312-5796
(automated) or 480-312-5750 to schedule an INSPECTION of the installation and the underground piping.
AFTER APPROVAL the trench may be backfilled. The customer/contractor then contacts an approved, certified
tester that is recognized by the City of Scottsdale to perform a test of the assembly to verify that it is operating
correctly. Upon successful completion of the testing, the tester will issue a copy of the test results to the
customer and to the City’s Backflow Prevention Specialist within seven days.

When all of the requirements have been met the Backflow Prevention Specialist may final the permit.

Call 312-5668 with questions relating to Backflow Prevention Assembly installations.
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For Installation of Backflow Preventer

Business Name:

Assembly Address: Scottsdale, AZ Zip:
Assembly Location:

Manufacturer: Model: | Size:
Approved By: Date: / /

Cross Connection Control Specialist
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Contractor Name: Property Owner:
Company: Address:
- Address: Phone #:
- Phone #:
State Contractor License #: Water Meter:
City of Scottsdale Sales Tax #: Serial Number:
Meter Size:
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